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Important Instructions 
Yamaha Banshee 

 
 

Congratulations on your purchase of your new Lone Star Racing Banshee Round 
Housing Swing Arm. When installing your new Swing Arm, it will be necessary to 
reuse your original pivot tube and seals (see other side), so take some care when 
removing these parts from your original swing arm.  If you have changed the length 
of your swing arm or the size of your sprocket, it may be necessary to change the 
length of your chain and brake line. 
 
Remove your old swing arm, and transfer the parts as outlined on the other side of 
this sheet, to your new Round Housing Swing Arm. Install the swing arm onto the 
bike.  Add some grease to the zerk fitting on the pivot tube to lubricate the needle 
bearings. 
 
Grease your bearing housing and insert it from the left side of the bike as shown. 
 
Install your caliper kit. First you must place the locator onto the spud of the arm, 
and then slide the plate onto the housing, lining up the locator. Then install the snap 
ring.  Included in your caliper kit are 2 bolts with washers, and nylon lock nuts for 
attaching a Banshee style Chain Guide.  
 
Slide your axle through the bearing housing from the right with your brake hub and 
rotor already attached. Then slide on your sprocket hub and sprocket. Thread on 
your locknut. Install the brake caliper using the supplied spacers and your stock 
bolts. 
 
Now it is time to adjust your chain. This is done by rotating your bearing housing 
with the adjusting tool that is included. Rotate the housing until your chain tension 
is correct, and then tighten the two pinch bolts located on the back of the swing arm. 
 
Regular maintenance, including keeping your swing arm clean and the bearings 
greased, will provide you years of trouble free riding. 
 
 



LSR Banshee Round Housing Swing Arm

BRAKE LINE CLAMP
(SUPPLIED)

SNAP RING
(SUPPLIED)

CALIPER PLATE GUIDE
(SUPPLIED)

CALIPER SPACERS
(SUPPLIED)

CALIPER PLATE
(SUPPLIED)

SHOCK BOLT SPACERS
(SUPPLIED)

SHOCK BOLT SPACERS
(SUPPLIED)

PINCH NUTS
(SUPPLIED)

PINCH BOLTS
(SUPPLIED) TWIN ROW BEARING HOUSING

(SUPPLIED)

CHAIN GUIDE BOLTS, NUTS, WASHERS
(SUPPLIED)

GREASE ZERK
(SUPPLIED)

NEEDLE BEARING
(SUPPLIED)

NEEDLE BEARING
(SUPPLIED)

DUST CAP AND SEAL
(EXISTING)

DUST CAP AND SEAL
(EXISTING)


