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The installation of these a-arms is going to take the better part of a day for an installer that is mechanically inclined.  Before you 
get started, please know that your factory steel wheels will not work with this kit and there will be some minor fender trimming so 
the tires will not rub at full compression.  We recommend using 26" tires and aluminum wheels with the minimum amount of 
offset for the best in performance. Also, the factory shocks will not work. You need to have shocks that have been built specifically 
for the Lone Star Racing XTR A-arm Kit.  We went to great lengths engineering the ideal shock specifications for proper travel,  
leverage ratios, and to prevent damage to other components when under severe use.  Depending on the Axle Kit you specified, 
please see the supplement instructions on how to properly install your new axles.  The following pages will outline how to install 
your new XTR A-Arm kit.

TOOLS NEEDED:
Floor jack and/or jack stands
14mm wrench and socket
17mm wrench and socket
19mm wrench and socket
3/8 ratchet and 3/8 breaker bar
Hammer and Dead blow hammer
6mm Allen wrench or socket
8mm Allen wrench or socket
High quality water proof grease w/ gun
Blue thread locking lubricant
Medium sized Vice-Grip pliers

PARTS INCLUDED:

2 FRONT UPPER A-ARMS
2 FRONT LOWER A-ARMS
2 UNI-BALL JOINTS
2 UNI-BALL JOINT STUDS
2 UNI-BALL JOINT CAPS
2 10MM BOLTS
2 RETAINING RINGS
1 FRONT SHOCK ASSEM.
2 DELRON STEERING STOPS
2 SHOCK MOUNT SPACERS
2 5/8 JAM NUTS
2 10MM x 30MM BOLTS
2 8MM x 20MM BOLTS
2 10MM x 25MM BOLTS
2 10MM x 18MM BOLTS
2 10MM x 70MM HEX BOLTS

CLEANING/

MAINTAINING:

Use soap and water to clean, taking care not to use high pressure pointed at the pivot points. You will 
want to periodically grease the pivot points with fresh grease using the supplied grease fittings. The 
uni-ball pivots do not require any grease as they are internally and permanently lubricated. Due to 
the extreme use that this system will withstand, you will want to periodically check all hardware for 
tightness.
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A-ARM LOCATIONS2 REAR UPPER A-ARMS
2 REAR LOWER A-ARMS
4 10MM x 120MM HEX BOLTS
2 10MM x 55MM BOLTS
12 10MM NYLON LOCK NUTS
2 6MM NYLON LOCK NUTS
32 DELRON BUSHINGS
16 GREASE FITTINGS
16 INNER PIVOT TUBES
1 AXLE KIT
6 COTTER PINS
2 5/8" TIE ROD ENDS
2 TIE ROD STUDS
2 TIE ROD CAPS
2 TIE ROD TUBES
2 BLACK ZIP TIES
2 6MM NYLON LOCK NUTS

12mm wrench and socket
10mm wrench and socket
24mm wrench
17mm deep socket
Short 3/8 extension
Internal snap ring pliers
Needle nose pliers
Diagonal pliers (cutters)
Drill
13/32 or Y drill bit
Impact wrench or large breaker bar
1 1/4" or 32mm socket
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INSTALLATION INSTRUCTIONS

DOT 4 brake fluid
Brake bleeding kit

BEFORE YOU START:




